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DuraStack® Pro
The DuraStack® Pro Series, Models DAS1, DIS1, DIS2, 
and DIS4 venting systems are designed to offer the 
ultimate in installation convenience and versatility for a 
variety of applications. Certified for commercial chimney, 
boiler breeching and stack, diesel exhaust and grease duct 
applications. Thick-gauge material for the inner pipe and 
coupling provides a strong and rigid assembly. Self-centering 
flue extension significantly simplifies and accelerates the 
installation process.  

A TRADITION OF EXCELLENCE

For over 50 years, DuraVent has been an innovator in 
the venting field and a market leader in North America. 
Instrumental in the company’s growth has been an ongoing 
focus on product improvement and the introduction of new, 
innovative products. The DuraStack Pro venting systems are 
prime examples of our constant quest for more cost-effective, 
versatile and reliable product solutions. 

DESIGNED WITH PERFORMANCE IN MIND 

Available in sizes from 5" to 36" diameters, the DIS 
models offer a choice of 1", 2", or 4" insulated double wall 
chimneys, and the DAS1 offers a 1" air insulated product. 
For premium corrosion resistance and durability, the inner 
flue is constructed from 0.035" thick 304 or 316 Stainless 
Steel. This is coupled with a 0.024" thick 304 Stainless Steel 
or Galvalume (Aluminum-zinc coated) steel outer casing. 
DIS models are lined with the highest-quality AES Wool 
insulation, densely packed to ensure low heat loss, maximum 
draft, and the lowest clearance to combustible materials.

LISTED TO STANDARDS:
UL 103
UL 103HT
ULC C604
ULC C959
UL 1978
CAN/ULC S662
UL 2561 - except DCL
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MH 10971 
MH 45179



The  DuraStack® Pro Series Difference:

REFRACTORY AES WOOL INSULATION
DuraVent understands the needs of the industry and is always pushing the design envelope to embrace new technologies.

With our dedicated effort to offer the best performing products,  DuraStack Pro Series utilizes Refractory Alkaline Earth Silicate (AES) 
Wool Insulation. AES Wool displaces the old “ceramic fiber” type insulations many manufacturers are still using today.

The AES Wool featured in our products meets the requirements requested under NOTA Q and are exonerated from classification and 
labelling regulation in Europe.

When compared to ceramic fiber, AES Wool insulation offers:

	 •	 Approximately 80% lower Biopersistance* half-life 

	 •	 Superior thermal insulation properties

	 •	 Improved tensile strength, compression & resilience

	 •	 Increased energy efficiency, leading to significant 

         weight and cost savings 

*Biopersistance is the ability of fibers to resist removal from the lungs by natural mechanisms 
(i.e., dissolution and breakage). Ceramic fiber insulation is classified as a Class 2 Carcinogen 
in the European Union and classified as a possible carcinogen in the United States and Canada. 

Features Benefits

Self-centering 
• Components line up easily and quickly
• Fast and efficient installations

Thinner-gauge material on outside casing
• �Lower weight
• Easier to install
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