DURASTACK

• Thick-gauge 304 or 316 stainless steel inner liner that provides a strong and more rigid assembly.

• Outer casing available in 304 or galvalume.

• Centering flue extension that simplifies installation in any direction.

• Modular design assembles quickly with common tools.

• Available in sizes from 5” to 36” diameters.

• Tested and listed to:
  - UL 103
  - UL 103HT
  - UL 2221 - DIS3Z only
  - CAN/ULC S662
  - UL 2561 - except DIS3Z
  - UL 1777 - DCL only
  - CAN/ULC S635

• 1-year and 15-year limited warranty options available.

DURASTACK PRO

• Thick-gauge 304 or 316 stainless steel inner liner that provides a strong and more rigid assembly.

• Outer casing available in 304 or galvalume.

• Centering flue extension that simplifies installation in any direction.

• Modular design assembles quickly with common tools.

• Available in sizes from 5” to 36” diameters.

• Tested and listed to:
  - UL 103
  - UL 103HT
  - UL 2221 - DIS3Z only
  - CAN/ULC S662
  - UL 2561 - except DIS3Z
  - UL 1777 - DCL only
  - CAN/ULC S635

• 1-year and 15-year limited warranty options available.

GREASE DUCT

• Stainless steel construction is highly corrosion resistant and extremely durable.

• Round tubular design maintains structural integrity significantly longer than a rectangular welded steel product.

• 0” Clearance grease duct (3” insulation & 2 hours fire rating eliminates the need for a separate fire-rated enclosure around the duct.

• Inner casing available in 304 or 316 stainless steel.

• Outer casing available in 304 or galvalume.

• Superior flow rate is achieved with round tube construction.

• Modular design assembles quickly with common tools.

• Contaminants of combustion are not trapped within the flue like it is commonly found in the corners of a rectangular design, thus making it much easier to clean and reduce the chance of fire from accumulated grease.

• No safety concerns with having welding on site that could cause a fire.

• Available in sizes from 5” to 36” diameters.

• Tested and listed to:
  - UL 1978
  - UL 2221

• Backed by a comprehensive Limited Lifetime Warranty.

DURASEAL

• Stainless steel construction is highly corrosion resistant and extremely durable.

• Round tubular design maintains structural integrity significantly longer than a rectangular welded steel product.

• 0” Clearance grease duct (3” insulation & 2 hours fire rating eliminates the need for a separate fire-rated enclosure around the duct.

• Inner casing available in 304 or 316 stainless steel.

• Outer casing available in 304 or galvalume.

• Superior flow rate is achieved with round tube construction.

• Modular design assembles quickly with common tools.

• Contaminants of combustion are not trapped within the flue like it is commonly found in the corners of a rectangular design, thus making it much easier to clean and reduce the chance of fire from accumulated grease.

• No safety concerns with having welding on site that could cause a fire.

• Available in sizes from 5” to 36” diameters.

• Tested and listed to:
  - UL 1978
  - UL 2221

• Backed by a comprehensive Limited Lifetime Warranty.

www.duravent.com | 800-835-4429
L1300_Line Card_Pro Series_04-03-19_V2